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Trane Product Data Upflow/Horizontal and Downflow Gas ...



September201622-1930-1A-ENUpflow/ horizontal Left/Right,DownflowTwo stage CondensingGas Fired FurnaceUUppffllooww,, CCoonnvveerrttiibbllee ttooHHoorriizzoonnttaall RRiigghhtt oorrHHoorriizzoonnttaall LLeeffttS9X2B040U2 PSAAS9X2B040U3 PSAAS9X2B060U3 PSAAS9X2B060U4 PSAAS9X2B080U3 PSAAS9X2B080U4 PSAAS9X2C080U4 PSAAS9X2C080U5 PSAAS9X2C100U4 PSAAS9X2C100U5 PSAAS9X2D120U5 PSAADD oowwnnffllooww OOnnllyyS9X2B040D2 PSAAS9X2B060D3 PSAAS9X2B080D4 PSAAS9X2C100D5 PSAAS9X2D120D5 PSAANN oottee:: Graphicsinthisdocumentareforrepresentati ononly. Data222-1930-1A-ENGeneral FeaturesNNAATTUURRAALL GGAASS MMOODDEELLSSC entralHeatingfurnacedesignsare certifiedby the AmericanGas Associationfor both naturaland gas. Limitsetting and ratingdata wereestablishedand approved OOPPEERRAATTIIOONNThe IntegratedSystem Controlis a solidstatedevicewhich continuouslymonitorsfor presenceof flamewhenthe systemis in the heatingmodeof solenoidcombinationgasvalveand HHEEAATTIINNGGD urable,cycletested,heavygaugettuubbuulla arr ssttaaiinnlleessss sstteeeell pprriimmaarryy hheeaatt eexxcchhaannggeerr quicklytransfers heat to providewarm conditionedair to the eenneerrggyy ppoowweerr vveenntt
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    	Transcription of Trane Product Data Upflow/Horizontal and Downflow Gas ...


        
    	1 September201622-1930-1A-ENUpflow/ horizontal Left/Right,DownflowTwo stage CondensingGas Fired FurnaceUUppffllooww,, CCoonnvveerrttiibbllee ttooHHoorriizzoonnttaall RRiigghhtt oorrHHoorriizzoonnttaall LLeeffttS9X2B040U2 PSAAS9X2B040U3 PSAAS9X2B060U3 PSAAS9X2B060U4 PSAAS9X2B080U3 PSAAS9X2B080U4 PSAAS9X2C080U4 PSAAS9X2C080U5 PSAAS9X2C100U4 PSAAS9X2C100U5 PSAAS9X2D120U5 PSAADD oowwnnffllooww OOnnllyyS9X2B040D2 PSAAS9X2B060D3 PSAAS9X2B080D4 PSAAS9X2C100D5 PSAAS9X2D120D5 PSAANN oottee:: Graphicsinthisdocumentareforrepresentati ononly. Data222-1930-1A-ENGeneral FeaturesNNAATTUURRAALL GGAASS MMOODDEELLSSC entralHeatingfurnacedesignsare certifiedby the AmericanGas Associationfor both naturaland gas. Limitsetting and ratingdata wereestablishedand approved OOPPEERRAATTIIOONNThe IntegratedSystem Controlis a solidstatedevicewhich continuouslymonitorsfor presenceof flamewhenthe systemis in the heatingmodeof solenoidcombinationgasvalveand HHEEAATTIINNGGD urable,cycletested,heavygaugettuubbuulla arr ssttaaiinnlleessss sstteeeell pprriimmaarryy hheeaatt eexxcchhaannggeerr quicklytransfers heat to providewarm conditionedair to the eenneerrggyy ppoowweerr vveenntt bblloowweerr,,to increaseefficiencyand providea positivedischargeof gas fumesto the Inshotburners will give yearsof quietand modelscan beconverted to ggaass with LP SSYYSSTTEEMM CCOONNTTRROOLLE xclusivelydesignedoperationalprogramprov ides total controlof furnacelimit sensors,blowers,gas valve.
2 Flamecontroland includesself diagnosticsfor ease of containsdry contactsfor EAC and EEFFFFIICCIIEENNTTOOPPEERRAATTIIOONNF urnaceis certifiedby the manufacturerto leak 1% or less of nominalair conditioningCFMdeliveredwhenpressurizedt o .5" water columnwith all inlets,outlets,and DDEELLIIVVEERRYYThe variablespeedblowermotorhas sufficientairflowfor mostheatingand coolingrequirementsand will switch fromheatingto coolingspeedson HHEEAATT EEXXCCHHAANNGGEERRThe S-Series furnacehas a specialtype 29- 4C stainlesssteelsecondaryheat exchangertoreclaimheat fromflue gaseswhich wouldnormallybe ggaauuggee sstteeeell aanndd ""wwrraapp--aarroouunndd"" ccaabbiinneett ccoonnssttrruuccttiioonn is usedin the cabinetwith baked-on enamelfinishfor strengthand beauty. Everyorientationhas at leasttwo no knockoutson AANNDD GGEENNEERRAALLOOPPEERRAATTIIOONNThe S-Series furnaceutilizes a SiliconNitrideHot SurfaceIgnitionsystem,which eliminatesthewasteof a integratedsystemcontrollightsthe mainburnersuponademandfor heat fromthe Low energypowerventerb.
3 Vent proving and AAFFUUEE AACCRROOSSSS AALLLL MMOODDEELLSSM eetsutilityrebatesLowersutilitybillsEELL EECCTTRRIICCAALLLLYY EEFFFFIICCIIEENNTTE fficientairflowdesignreduceselectricalen ergyuse3344 IINNCCHH TTAALLLLL ighter, easierto moveand fit into tight spaceslike short basementsor tight closetsWorks greatwith larger, high-efficiencycoilsNo knockouts33 WWAAYY MMUULLTTII--PPOOIISSEE // DDEEDDIICCAATTEEDD DDOOWWNNFFLLOOWW11 SKU s upflow / horizontal Left / horizontal Right5 SKU s DownflowAddedapplicationflexibilityand reductionin specificationerrorsAAIIRRFFLLOOWWAt least400 CFM/tonat in. H20 externalstaticpressure;setupairflowoptio nsdownto 290 CFM/tonRREEGGUULLAATTOORRYYAll modelsare air tight;1% or less air leakageas per ASHRAE193 Openvestibuledesignprovides a full 34 high openvestibuleDDIIMMEENNSSIIOONNSSW idthsare , 21 , and Depthremainsapproximately28 Cabinetwill be compatiblewith industrystandardcoils,as well as, otheraccessoriesIINNTTEEGGRRAATTEEDD FFUURRNNAACCEE CCOONNTTRROOLLS etup / Status/ Diagnostics/ DigitalDisplayNo dip switchesLast six errors storedDry contactEAC and HUMconnectionsAll Molexconnections.
4 No spadeterminalsLow voltage labeledabove and belowRain shieldover IFC keeps condensateoff the controlTTUUBBUULLAARR SSTTAAIINNLLEESSSS SSTTEEEELL PPRRIIMMAARRYY HHEEAATT EEXXCCHHAANNGGEERR2299 44CC SSTTAAIINNLLEESSSS SSTTEEEELL SSEECCOONNDDAARRYY HHEEAATT EEXXCCHHAANNGGEERRS tainlesssteelis a moredurable,corrosive-resistant materialthan aluminumized steelIntegratedrail systemfor easy accessif requiredReduces or eliminatesneedfor bafflesVVOORRTTIICCAA IIII BBLLOOWWEERR,, DDEESSIIGGNNEEDD EEXXCCLLUUSSIIVVEELLYY FFOORR TTHHEE SS--SSEERRIIEESS FFUURRNNAACCEEI mproved airflowefficiencyDurable,easy to clean,two piecehousingSinglepiecebellyband/motorar m assemblyBlowerdeck has full-lengthrails for easy removaland replacement,regardlessof poise422-1930-1A-ENTTHHRREEEE WWAAYY MMUULLTTII--PPOOIISSEE ((UUPPFFLLOOWW,, HHOORRIIZZOONNTTAALL LLEEFFTTAANNDD RRIIGGHHTT)) PPLLUUSS DDEEDDIICCAATTEEDDDDOOWWNNFFLLOOWWE asierto specifyShippedreadyto install(no kits required)Everymodelhas at leasttwo ventingoptionsWhenin horizontal ,trap extendsonly about2 Barbedfitting on trap at hoseconnectionand on cabinettransitionfor hosehas barbedfittingand clampsat both endsfor leak tableimprovementsincludinglongervent lengths;2 pipe can be usedup to 100 KFFeeaattuurreess aanndd BBeenneeffiittss22-1930-1A-EN5 AccessoriesTable 1.
5 AccessoriesModelNumberDescriptionUse withBAYHANGH orizontalHangingKitAll UpflowFurnacesBAYVENT200 BSidewallVent TerminationKitAll FurnacesBAYVENTCN200 BSidewallVent TerminationKit (Canada CPVC)All FurnacesBAYAIR30 AVENTAC oncentricVent KitAll FurnacesBAYAIR30 CNVENTC oncentricVent Kit (Canada CPVC)All FurnacesBAYREDUCER educingCoupling(CPVC)All FurnacesBAYLIFTBDual Return Kit (B size extension)B CabinetUpflowFurnacesBAYLIFTCDual Return Kit (C size extension)C CabinetUpflowFurnacesBAYLIFTDDual Return Kit (D size extension)D CabinetUpflowFurnacesBAYBASE205 DownflowSubbaseAll DownflowFurnacesBAYFLTR206 Filter AccessDoor Kit (Downflowonly)All UpflowFurnacesBAYSLF1165AA(a)1 SlimFitBox with MERV4 FilterAll UpflowFurnacesBAYFLTR203 HorizontalFilter KitB CabinetFurnacesin Downflow /HorizontalBAYFLTR204 HorizontalFilter KitC CabinetFurnacesin Downflow /HorizontalBAYFLTR205 HorizontalFilter KitD CabinetFurnacesin Downflow /HorizontalBAYLPSS400 ALP ConversionKit with StainlessSteel BurnersAll FurnacesBAYMFGH200 AManufactured/MobileHousingKitAll Furnaces(a)Airflowgreaterthan 1600 CFM requiresdual returns622-1930-1A-ENProduct SpecificationsMODELS9X2B040U2 PSAA(a)S9X2B040U3 PSAA(a)S9X2B060U3 PSAA(a)S9X2B060U4 PSAA(a)TYPEU pflow/HorizontalUpflow/HorizontalUpflow/ HorizontalUpflow/HorizontalRATINGS(b)1st StageInput BTUH (ICS)
6 26,00026,00039,00039,0001st StageCapacityBTUH25,22025,22037,83037,83 02nd StageInput BTUH40,00040,00060,00060,0002nd StageCapacityBTUH (ICS)(c) (d)38,80038,80058,20058,2001st StageTemp. Rise ( )30 - 6025 - 5525 - 5525 - 552nd StageTemp. Rise ( )30 - 6030 - 6035 - 6535 - 65 AFUE (%) Width(In.)11 X 811 X 811 X 811 X 8No. Used1111 Speeds(No.)5555 CFM vs. in. Fan PerformanceTableSee Fan PerformanceTableSee Fan PerformanceTableSee Fan PerformanceTableMotorHP1/31/21/23/4 RPM1075107510751075 Volts/Ph/Hz120 / 1 / 60120 / 1 / 60120 / 1 / 60120 / 1 / TypeCentrifugalCentrifugalCentrifugalCen trifugalDrive No. SpeedsDirect- 2 Direct- 2 Direct- 2 Direct- 2 MotorHP RPM3300/26003300/26003300/26003300/2600 Volts/Ph/Hz120 / 1 / 60120 / 1 / 60120 / 1 / 60120 / 1 / Furnished?NoNoNoNoType recommendedHigh VelocityHigh VelocityHigh VelocityHigh VelocityHi Vel.
7 ( )1 16x25 1 16x25 1 16x25 1 16x25 1 Min(in.)(e) (f)2 Round2 Round2 Round2 RoundHEATEXCHANGERType Fired409 StainlessSteel409 StainlessSteel409 StainlessSteel409 StainlessSteel Unfired29 4 CStainlessSteel29 4 CStainlessSteel29 4 CStainlessSteel29 4 CStainlessSteelGauge(Fired)20202020 ORIFICES MainNat. Gas Qty. Drill Size2- 452- 453 - 453 - 45LP Gas Qty. Drill Size2- 562- 563 - 563 - 56 GASVALVER edundant-Two StageRedundant-Two StageRedundant-Two StageRedundant-Two StagePILOTSAFETYDEVICEType120 V SiNi Igniter120 V SiNi Igniter120 V SiNi Igniter120 V SiNi IgniterBURNERS TypeMultiportInshotMultiportInshotMultip ortInshotMultiportInshotNumber2233 POWERCONN. V/Ph/Hz(g)120 / 1 / 60120 / 1 / 60120 / 1 / 60120 / 1 / 60 Ampacity(In Amps) (a)S9X2B040U3 PSAA(a)S9X2B060U3 PSAA(a)S9X2B060U4 PSAA(a)Max.
8 OvercurrentProtection(Amps) (in.)1/21/21/21/2 DIMENSIONSH x W x DH x W x DH x W x DH x W x DUncrated(In.)34 x 17-1/2x 28 3/434 x 17-1/2x 28 3/434 x 17-1/2x 28 3/434 x 17-1/2x 28 3/4 Crated(In.)35-1/2x 19-1/2x 30-7/835-1/2x 19-1/2x 30-7/835-1/2x 19-1/2x 30-7/835-1/2x 19-1/2x 30-7/8 WEIGHTS hipping(Lbs.)/Net(Lbs.)122/114122/114127 /119130/122(a)MeetsEnergyStar(b)For applications,aboveinput ratings(BTUH) are up to 2,000feet, derate4% per 1,000feet for elevationsabove2,000feet abovesea level. ForCanadianapplications,aboveinput ratings(BTUH) are up to 4,500feet, derate4% per 1,000feet for elevationsabove4,500feet abovesea level.(c)CentralFurnaceheatingdesignsare certifiedto ANSI CSA latestedition.(d)Basedon governmentstandardtests.(e)Refer to the Vent LengthTable in the Installer'sGuide.
9 (f)All S9X2 furnacemodelshave a vent outletdiameterthat equals2 in.(g)The abovewiringspecificationsare in accordancewith NationalElectricalCode;however, installationsmust complywith local (a)S9X2B080U4 PSAA(a)S9X2C080U4 PSAA(a)S9X2C080U5 PSAA(a)TYPEU pflow/ HorizontalUpflow/HorizontalUpflow/Horizo ntalUpflow/HorizontalRATINGS(b)1st StageInput BTUH (ICS)52,00052,00052,00052,0001st StageCapacityBTUH50,44050,44050,44050,44 02nd StageInput BTUH80,00080,00080,00080,0002nd StageCapacityBTUH (ICS)(c) (d)77,60077,60077,60077,6001st StageTemp. Rise ( )30 - 6030 - 6030 - 6030 - 602nd StageTemp. Rise ( )40 - 7035 - 6535 - 6535 - 65 AFUE (%) Width(In.)11 X 811 X 811 X 1011 X 10No. Used1111 Speeds(No.)5555 CFM vs. in. Fan PerformanceTableSee Fan PerformanceTableSee Fan PerformanceTableSee Fan PerformanceTableMotorHP3/43/43/41 RPM1075107510751075 Volts/Ph/Hz120 / 1 / 60120 / 1 / 60120 / 1 / 60120 / 1 / TypeCentrifugalCentrifugalCentrifugalCen trifugalDrive No.
10 SpeedsDirect- 2 Direct- 2 Direct- 2 Direct- 2 MotorHP RPM3300/26003300/26003300/26003300/2600 Volts/Ph/Hz120 / 1 / 60120 / 1 / 60120 / 1 / 60120 / 1 / Furnished?NoNoNoNoType recommendedHigh VelocityHigh VelocityHigh VelocityHigh VelocityHi Vel. ( )1 16x25 1 16x25 1 20x25 1 20x25 1 Min(in.)(e) (f)2 Round2 Round2 Round2 RoundHEATEXCHANGERType Fired409 StainlessSteel409 StainlessSteel409 StainlessSteel409 StainlessSteel Unfired29 4 CStainlessSteel29 4 CStainlessSteel29 4 CStainlessSteel29 4 CStainlessSteelPPrroodduucctt SSppeecciiffiiccaattiioonnss822-1930-1A- ENMODELS9X2B080U3 PSAA(a)S9X2B080U4 PSAA(a)S9X2C080U4 PSAA(a)S9X2C080U5 PSAA(a)Gauge(Fired)20202020 ORIFICES MainNat. Gas Qty. Drill Size4 - 454 - 454 - 454 - 45LP Gas Qty. Drill Size4 - 564- 564- 564- 56 GASVALVER edundant-Two StageRedundant-Two StageRedundant-Two StageRedundant-Two StagePILOTSAFETYDEVICEType120 V SiNi Igniter120 V SiNi Igniter120 V SiNi Igniter120 V SiNi IgniterBURNERS TypeMultiportInshotMultiportInshotMultip ortInshotMultiportInshotNumber4444 POWERCONN.
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			XV80 Performance Data - Bay Area Service

			www.bayareaservice.com
			Nat. Gas. Qty. — Drill Size L.P. Gas Qty. — Drill Size GAS VALVE PILOT SAFETY DEVICE Type BURNERS — Type Number POWER CONN. — V / Ph / Hz 4 Ampacity (In Amps) Max. Overcurrent Protection (Amps) PIPE CONN. SIZE (In.) DIMENSIONS Crated (In.) WEIGHT Shipping (Lbs.) / Net (Lbs.) TUD2C100A9V5VB Upflow /Upflow Horizontal 65,000 52,000 …

			   Performance, Pipe, Drill, Weight

		

	

	
				
					

		
			Complete Line of Honeywell Zoning Products

			www.bayareaservice.com
			Complete Line of Honeywell Zoning Products Zoning Product Line Automation and Control Solutions In the U.S.: Honeywell 1985 Douglas Drive North Golden Valley, MN …

			   Product, Line, Complete, Zoning, Honeywell, Complete line of honeywell zoning products

		

	

	
				
					

		
			Trane Installer's Guide Air Conditioner/Heat Pump 4TTZ0 ...

			www.bayareaservice.com
			Air Conditioner/Heat Pumps ... Trane outdoor condensing units are factory charged with the system charge required for the outdoor condens-ing unit, fifteen (15) feet of tested connecting line, and the smallest indoor evaporative coil match. See unit nameplate.

			   Guide, Pumps, Heat, Trane, Conditioners, Heat pump, Installer, Trane installer s guide air conditioner

		

	


                
                
	
				
					

		
			Installer ’s Guide - Heating & Cooling

			www.bayareaservice.com
			Heat Pumps and Air Conditioners 4TWV8024A10 0 0A 4TWV8036A10 0 0A 4TWV8037A10 0 0A 4TWV8048A10 0 0A 4TWV8049A10 0 0A 4TWV8060A10 0 0A 4TTV8024A10 0 0A 4TTV8036A10 0 0A ... Only Trane coils and air handlers are approved for use with variable speed outdoor units. pcan to see an overvie™ video about the IVSC Board Table 1. Operating Range

			   Pumps, Heat, Trane, Heat pump

		

	

	
				
					

		
			The Trane Difference. - Bay Area Services | Heating & Cooling

			www.bayareaservice.com
			And, that makes us just a little different from the other guys. Trane builds air conditioners, furnaces, heat pumps, air handlers, coils, air cleaners, comfort controls, boilers, energy recovery ventilators (ERV), humidifiers and packaged units for the residential and light commercial

			   Just, Little, Guys, Us just

		

	

	
				
					

		
			Trane XL824 Connected Control

			www.bayareaservice.com
			Control, it should be connected to the Internet. This is possible using either a wireless or a wired connection. Wireless Connections If the 824 Control will be connected to the Internet using the built-in wireless feature, choose a mounting location that ensures adequate signal strength from the Internet router. Tips to Help Maximize Signal ...

			   Connected
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			Split System Cooling Product and Performance Data XB 13

			www.trane.com
			6 22-1769-07 T U D 1 B 0 8 0 A 9 H 3 1 A A Furnace Configuration TU = Upflow/Horizontal TD = Downflow/Horizontal Type E = 80% Induced Draft Standard

			   Performance, Product, System, Data, Cooling, Horizontal, Upflow, System cooling product and performance data

		

	

	
				
					

		
			GMSS92 / GCSS92 - Manchester Total Air Supply

			www.totalairsupply.com
			produCt SpeCiFiCationS 4 www.goodmanmfg.com SS-GMSS92 SS-GMSS92 www.goodmanmfg.com 5 GMSS92 diMenSionS MiniMuM ClearanCeS to CoMBuStiBle MaterialS Position Sides Rear Front Bottom Flue Top Upflow 0" 0" 3" C 0" 1" Horizontal 6" 0" 3" C 0" 6"

			   Horizontal, Upflow, Gmss92 gcss92, Gmss92, Gcss92

		

	

	
				
					

		
			Split System Heat Pump Product Data - Trane

			www.trane.com
			2 22-1800-15 Features and Benefits • Climatuff® • Demand Defrost Control with diagnoscompressor • Efficiency up to 16.25 SEER and 9.7 HSPF • All aluminum Spine Fin™ coil • WeatherGuard™ II top shields unit • WeatherGuard™ fasteners • Quick-Sess™ cabinet, service access and refrigerant connections with full

			   Product, System, Data, Pumps, Heat, Trane, Split, Split system heat pump product data

		

	


                
                
	
				
					

		
			Appendix 7.2 Decoding of Manufacturer Model Numbers

			www.wsrar.com
			7.2-1 APPENDIX 7.2. DECODING OF MANUFACTURER MODEL NUMBERS The Department used manufacturer model numbers, among other furnace characteristics, to

			   Model, Number, Manufacturers, Decoding, Decoding of manufacturer model numbers

		

	

	
				
					

		
			FORM NO. H22-517 Supersedes Form No. H22-509 Rev. 7 AIR ...

			www.yaunco.com
			2 Ruud Air Conditioning Division UBHC- Series The most compact unit design available, all standard heat air handler models only 35 inches [89 mm] high. (High heat mod-els 45" high). Attractive pre-painted cabinet exterior. Rugged double wall steel cabinet construction, …

			   Form, Form no, Supersedes, H22 517 supersedes form
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System Cooling Product and Performance Data, Upflow, Horizontal, GMSS92 / GCSS92, Split System Heat Pump Product Data, Trane, DECODING OF MANUFACTURER MODEL NUMBERS, FORM NO. H22-517 Supersedes Form
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