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User Manual Tour V4 and Tour V4 Slope Laser Rangefinder ...



1 Model: 201660/20166107-172 English.. 3 Fran ais.. 16 Espa ol.. 30 Deutsch.. 44 Italiano.. 583 EYEPIECEPOWER/FIREM odel # 201660 Model # 2016614 CONGRATULATIONS ON YOUR PURCHASE OF THE bushnell tour V4 INCORPORATING PINSEEKER TECHNOLOGY WITH JOLT . The tour V4 is a precision Laser Rangefinding optical instrument designed to provide many years of enjoyment. This booklet will help you achieve optimum performance by explaining its adjustments and features as well as how to care for this precise Laser rangefinding optical instrument. To ensure optimal performance and longevity, please read these instructions before using your tour V4. INTRODUCTION Your tour V4 is bushnell s newest addition to an award winning line of golf Laser rangefinders specifically made for golfers. tour V4 features PinSeeker technology with JOLT , allowing the golfer to easily and quickly zero in on the flag without acquiring background targets. The tour V4 weighs a mere ounces and made to fit into the palm of your hand.

performance and longevity, please read these instructions before using your TOUR V4. INTRODUCTION Your TOUR V4 is Bushnell’s newest addition to an award winning line of golf laser rangefinders specifically made for golfers. TOUR V4 features PinSeeker ™ technology with JOLT™, allowing the golfer to easily and
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    	Transcription of User Manual Tour V4 and Tour V4 Slope Laser Rangefinder ...


        
    	1 1 Model: 201660/20166107-172 English.. 3 Fran ais.. 16 Espa ol.. 30 Deutsch.. 44 Italiano.. 583 EYEPIECEPOWER/FIREM odel # 201660 Model # 2016614 CONGRATULATIONS ON YOUR PURCHASE OF THE bushnell tour V4 INCORPORATING PINSEEKER TECHNOLOGY WITH JOLT . The tour V4 is a precision Laser Rangefinding optical instrument designed to provide many years of enjoyment. This booklet will help you achieve optimum performance by explaining its adjustments and features as well as how to care for this precise Laser rangefinding optical instrument. To ensure optimal performance and longevity, please read these instructions before using your tour V4. INTRODUCTION Your tour V4 is bushnell s newest addition to an award winning line of golf Laser rangefinders specifically made for golfers. tour V4 features PinSeeker technology with JOLT , allowing the golfer to easily and quickly zero in on the flag without acquiring background targets. The tour V4 weighs a mere ounces and made to fit into the palm of your hand.
2 tour V4 also features an adjustable eyepiece, 5X magnification, and is capable of providing distance from 5 to 1000 yards with incredible one yard accuracy! Like other bushnell Laser rangefinders, the tour V4 is not dependent upon reflectors, and will provide distance to trees, bunkers, and virtually any object on any golf course in the OUR DIGITAL TECHNOLOGY WORKSThe tour V4 WITH PINSEEKER emits invisible, eye safe, infrared energy pulses. The tour V4 s Advanced Digital microprocessor and ASIC chip (Application-Specific Integrated Circuit) results in instantaneous and accurate readings every time. Sophisticated digital technology instantaneously calculates distances by measuring the time it takes for each pulse to travel from the Rangefinder , to the target, and ACCURACYThe ranging accuracy of the tour V4 is plus or minus one yard/meter under most circumstances. Themaximum range of the instrument depends on the reflectivity of the target. The maximum distance for most objects is 700 yards/640 meters while for highly reflective objects the maximum is 1000 yards/914meters.
3 Note: You will get both longer and shorter maximum distances depending on the reflective properties of the particular target and the environmental conditions at the time the distance of an object is being color, surface finish, size and shape of the target all affect reflectivity and range. The brighter thecolor, the longer the range. Red is highly reflective, for example, and allows longer ranges than the color black, which is the least reflective color. A shiny finish provides more range than a dull one. A small target is more difficult to range than a larger target. The angle to the target also has an effect. Shooting to atarget at a 90 degree angle (where the target surface is perpendicular to the flight path of the emittedenergy pulses) provides good range while a steep angle on the other hand, provides limited ranging. In addition, lighting conditions ( the amount of sunlight) will affect the ranging capabilities of the less light ( overcast skies) the farther the unit s maximum range will be.
4 Conversely, very sunnydays will decrease the unit s maximum range. ENGLISH6 GETTING STARTEDREPLACING THE BATTERYYour tour V4 comes with a battery already installed, so it s ready to use right away. To replace the battery, remove the battery cap by lifting the battery cap tab and then rotating counter clockwise. Insert a CR-2 3-volt lithium battery into the compartment negative end first, then replace the battery : It is recommended that the battery be replaced at least once every 12 Battery Indicator: If is displayed within the in-view readout, this means low battery or battery charge is getting low and the 3-volt lithium battery should be replaced. ADJUSTING THE EYEPIECE Your tour V4 is constructed with an adjustable eyepiece (+/- 3 Diopter Adjustment) that allows one to focus the LCD display relative to the image. Simply rotate the eyepiece until the reticle and object distanced to are both in focus to your SUMMARY While looking through the 5x eyepiece, depress the POWER/FIRE button once to activate the in-view Liquid Crystal Display (LCD).
5 Place the aiming circle (located in the center of the field of view) upon a target at least 5 yards away, depress and hold the POWER/FIRE button down until the range reading is displayed near the bottom of the in-view display. Crosshairs surrounding the aiming circle indicate that the Laser is being transmitted. Once a range has been acquired, you can release the POWER/FIRE button. The crosshairs surrounding the aiming circle will disappear once the POWER/FIRE button has been released ( the Laser is no longer being transmitted). Note: Once activated, the LCD will remain active and display the last distance measurement for 10 seconds. You can depress the power 7button again at any time to distance to a new target. As with any Laser device, it is not recommended to directly view the emissions for long periods of time with magnified lenses. The maximum time the Laser is transmitted (fired) is 10 seconds. To re-fire, press the POWER/FIRE button down CRYSTAL DISPLAY (LCD) INDICATORS Your tour V4 s LCD incorporates illuminated icons or symbols that indicate the selected unit of measure, when the Laser is actively firing, when a target has been acquired, and targeting modes.
6 A summary of these features follows:MODE and UNIT OF MEASURE OPTIONS The tour V4 can be used to measure distances in yards or meters. The unit of measure indicators are located in the lower right portion of the LCD. To select between yards and meters (#201660), press and hold the POWER/FIRE button. The display will begin to cycle through the options (#201661): Yards w/ Slope , Yards, Meters w/ Slope , Meters (for details on the Slope feature, see About tour V4- Slope Edition ). When the units and Slope mode you want to use are displayed, release the POWER/FIRE button to select it. If you are changing from yards to meters, a change in unit of measure will be indicated by the illumination of the M for meter indicator while the Y for Yard indicator is turned off. If you are changing from meters to yards, the opposite will occur. The tour V4 will return to the last unit of measure setting used each time the unit is turned Laser Crosshairs surrounding the aiming circle indicate that the Laser is being transmitted.
7 Once a range has been acquired, you can release the POWER/FIRE button. The crosshairs surrounding the circle will disappear once the POWER/FIRE button has been released ( the Laser is no longer being transmitted).8 PinSeeker (LCD Indicator - ) Ever have trouble getting distance to the flag? This advanced mode allows easy acquisition of the flag without inadvertently getting distances to background targets ( trees) that have stronger signal the POWER/FIRE button to turn the unit on. Next, align the aiming circle reticle onto the flag that you want distance to. Then, press and hold the POWER/FIRE button and move the Laser slowly over the flag or desired object until a circle surrounds the flag indicator. If the Laser beam recognized more than one object ( flag and background trees), distance of the flag will be displayed and a circle will surround the PinSeeker indicator informing the user that distance to the flag ( closer object) is being displayed in the LCD (as seen below).
8 There may be times when only the Laser beam only sees one object in its path. In this case, the distance will be displayed, but because more than one object was not acquired, a circle will not surround the flag : While pressing the POWER/FIRE button, you can move the device slowly from object to object and intentionally force the Laser to hit multiple objects to ensure that you are only displaying the closest of the objects recognized by the the device has shut off, the unit will always default back to the last mode JOLTThe new JOLT feature provides a vibration signal (similar to setting a cell phone to vibrate ) that will be felt when the Pinseeker technology indicates the flag has been detected and the distance to it is displayed in the tour V4 - Slope Edition (LCD Indicator - - - ) This advanced and patented technology found on Slope EDITION models features a built-in accelerometer-based inclinometer that digitally displays the exact Slope angle from -20 to +20 degrees of elevation and is +/- degree accurate.
9 The Slope +/- Edition models will automatically compute an angle compensated range based upon distance and Slope angle determined by the Laser Rangefinder and built-in inclinometer. This data is then combined with internal algorithmic formulas dealing with average club use and ball trajectories. The angle compensated range provides direction on how to play the shot ( add distance if an incline, subtract distance if a decline). PINSEEKER WITH Slope +/- The advanced patented Slope mode is available only on model 201661 ( tour V4 Slope +/- ). This model features a built-in accelerometer-based inclinometer that digitally displays the exact Slope angle from -20 to +20 degrees of elevation and is +/- degree accurate. The Slope +/- mode will automatically compute an angle compensated range based upon distance and Slope angle determined by the Laser Rangefinder and built-in inclinometer. This data is then combined with internal algorithmic formulas dealing with average club use and ball trajectories.
10 The angle compensated range provides direction on how to play the shot ( add distance if an incline, subtract distance if a decline).HOW TO USE Slope +/- Once in this mode, you will see a - - - in the field of view informing you that you are in the Slop+/- Mode. Press the POWER button to obtain distance to the flag or other objects. Once the range idisplayed, continue to hold the POWER button down for approximately 2 seconds while holding thaiming circle on the flag and keeping the unit as steady as possible so as to allow the inclinometeenough time to measure Slope . Then release the POWER button. Once you have released the powebutton, a degree of angle and compensated range will be s e r r 1 The Advantage of Slope EditionThe distance to flag A in the drawing below is 162 yards. It is also 162 yards to flag B although it is on a Slope . However, if you were to play this hole as 162 yards, the ball (X) would fall short of the hole/flag because you did not take Slope into DESIGN Magnification and CoatingsThe tour V4 features 5x magnification and Multi-Coated optics.
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			201660+201661 Tour V4 5LIM rev071117 - bushnellgolf.com

			www.bushnellgolf.com
			9 About TOUR V4 - Slope Edition (LCD Indicator “ - - - “ ) This advanced and patented technology found on SLOPE EDITION models features a built-in accelerometer-based inclinometer that digitally displays the exact slope angle from -20 to +20 degrees of elevation and is +/- 1.0 degree accurate.

			

		

	

	
				
					

		
			How to do an Individual Course Sync and to your Bushnell ...

			www.bushnellgolf.com
			Serial Number of your device. 3. Once signed-in, the Main Menu will be displayed. Select ‘MY DEVIE’ in the upper-left of the display and begin Device Setup/Bluetooth Pairing process. 4. Follow the instructions on the Device Setup page to Enable Bluetooth Discovery Mode on your device: i. Go to MENU ii. Select BLUETOOTH iii. Select TURN ON ...

			   Serial, Bluetooth

		

	

	
				
					

		
			Tour v4 Quick Start Guide - Bushnell Golf

			www.bushnellgolf.com
			Tour v4 Slope Quick Start Guide The TOUR V4 can be used to measure distances in yards or meters. Users also have the option of turning the SLOPE feature ON or OFF. To select between yards/meters and SLOPE on/off, 1) Wait for the unit to timeout and fully power down 2) Press and hold the POWER/FIRE button.

			   Quick

		

	


                
                
	
				
					

		
			User Manual - Bushnell Golf

			www.bushnellgolf.com
			User. Manual. Rangefinder Watch. GPS ... By using this product, you agree that Bushnell Outdoor Products will not be held legally responsible . for any injury or damage to you or any person or property caused by the user’s improper operation and/or …

			   Manual, User, Product, User manual

		

	

	
				
					

		
			Neo+ Plus Golf GPS UserManual 1LIM rev101210

			www.bushnellgolf.com
			The Bushnell neo+ is preloaded with over 16,000 golf courses and ready to use out of the box without downloading any additional software. After you’ve had a chance to begin to get familiar with the capabilities of the neo+, please be sure go to iGolf.com to set up

			   Bushnell

		

	

	
				
					

		
			GOLF GPS

			www.bushnellgolf.com
			Bushnell is committed to the safe and responsible enjoyment of the outdoors. Warning: Do not use this device with any batteries that have broken or cracked casings. Always use fresh, high quality batteries. Check the battery compartment after the unit has had any prolonged exposure to

			   Bushnell

		

	


                
                
	
				
					

		
			User Manual iON Edge GPS Watch Models 362130 362131

			www.bushnellgolf.com
			– if you are a returning user to the app, select “See All” from the “My Devices Section”, click “Add Device”, and select Ion Edge. • Follow the on screen instructions in the app to pair and connect your Ion Edge . Note: After paired, once powered up the Bluetooth on/off state will be the last set state. Scan the code to

			   Devices, Connect, Returning

		

	

	
				
					

		
			User Manual Phantom 2 Handheld GPS Models 362110 …

			www.bushnellgolf.com
			By using this product, you agree that Bushnell Outdoor Products will not be held legally responsible for any injury or damage to you or any person or property caused by the user’s improper operation and/or poor judgment while using this product. Note: See Limited Warranty for other limitations to our liability. Additional Information

			   Manual, User, Product, User manual

		

	

	
				
					

		
			LASER RANGEFINDER OWNER’S GUIDE

			www.bushnellgolf.com
			ACTIVE LASER Crosshairs surrounding the aiming circle indicate that the laser is being transmitted. Once a range has been acquired, you can release the Power/Fire button. The crosshairs surrounding the circle will disappear once the Power/Fire button has been released (i.e. the laser is no longer being transmitted). 6 5 4 3 2 7 1

			   Power, Laser

		

	


                
                
	
				
					

		
			Quick Start Guide Phantom 2 GPS Models 362110 362111 ...

			www.bushnellgolf.com
			11 - PORT USB (Type C) : pour connecter l’appareil au bloc d’alimentation. Guide de démarrage rapide. 1. Rechargez la batterie interne du Phantom 2 en branchant le câble USB d’un bloc d’alimentation sur le port USB (11) de l’appareil. 2. Maintenez le bouton de mise en marche enfoncé (1) pour allumer l’appareil.
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