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WA430 mm - Komatsu Ltd.



In Japan 201309 and specifications are subject to change without noticeis a trademark of Komatsu Ltd. JapanHORSEPOWERG ross: 173 kW232 HP @ 2100 rpmNet: 172 kW231 HP @ 2100 rpmBUCKET yd3 WHEEL LOADERP hoto may include optional loadTipping loadWidthGroundin verticalTires or attachmentsweightstraightfull turnover tiresclearancedimensionskglbkglbkglbmmft inmmft inmmft (L-3)00000028209'3"4551'6" (L-3)+420+925+330+730+290+64029409'8"620 2'0"+65+3"Install additionalcounterweight+340+750+860+1,90 0+720+1,590 STANDARD EQUIPMENTOPTIONAL EQUIPMENT 2-spool valve for boom and bucketcontrols Alternator, 60 A Auto shift transmission with mode select system Back-up alarm Back-up lamp Batteries, 136 Ah/2 x 12 V Boom kick-out Bucket positioner Counterweight Directional signal Engine, Komatsu SAA6D114E-3 diesel Engine shut-off system, electric Floor mat Front fender Fuel prefilter with water separator Hydraulic-driven fan with reverse rotation Lift cylinders and bucket cylinder Loader linkage with standard lift arm Main monitor panel with EMMS (Equipment ManagementMonitoring System) PPC fingertip control, two levers Radiator mask, lattice type Rear

W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …
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    	Transcription of WA430 mm - Komatsu Ltd.


        
    	1 In Japan 201309 and specifications are subject to change without noticeis a trademark of Komatsu Ltd. JapanHORSEPOWERG ross: 173 kW232 HP @ 2100 rpmNet: 172 kW231 HP @ 2100 rpmBUCKET yd3 WHEEL LOADERP hoto may include optional loadTipping loadWidthGroundin verticalTires or attachmentsweightstraightfull turnover tiresclearancedimensionskglbkglbkglbmmft inmmft inmmft (L-3)00000028209'3"4551'6" (L-3)+420+925+330+730+290+64029409'8"620 2'0"+65+3"Install additionalcounterweight+340+750+860+1,90 0+720+1,590 STANDARD EQUIPMENTOPTIONAL EQUIPMENT 2-spool valve for boom and bucketcontrols Alternator, 60 A Auto shift transmission with mode select system Back-up alarm Back-up lamp Batteries, 136 Ah/2 x 12 V Boom kick-out Bucket positioner Counterweight Directional signal Engine, Komatsu SAA6D114E-3 diesel Engine shut-off system, electric Floor mat Front fender Fuel prefilter with water separator Hydraulic-driven fan with reverse rotation Lift cylinders and bucket cylinder Loader linkage with standard lift arm Main monitor panel with EMMS (Equipment ManagementMonitoring System) PPC fingertip control, two levers Radiator mask, lattice type Rear defroster (electric)
2 Rear view mirror Rear window washer and wiper ROPS/FOPS cab Seat, suspension type with reclining Seat belt Service brakes, wet disc type Starting motor, kW/24 V Steering wheel, tiltable, telescopic Sun visor Tires ( , L3 tubeless) and rims Transmission, 4 forward and 4 reverse 3-spool valve Additional counterweight Air conditioner AM/FM radio AM/FM stereo radio cassette Auto air conditioner Batteries, 140 Ah/2 x 12V Bucket teeth (bolt-on type) Bucket teeth (tip type) Counterweight for log Cutting edge (bolt-on type) Deluxe suspension seat ECSS (Electronically ControlledSuspension System) Emergency steering (SAE) Engine pre-cleaner with extension High lift arm Joystick steering Limited slip differential (F&R) Lock-up clutch torque converter Log grapple Ordinary spare parts Power train guard Rear fender Tool kit Vandalism protection kitWEIGHT CHANGESWA430-6WA430 WALK-AROUNDWA430-6 WHEEL LOADERWA430-6 WHEELLOADER32 Increased Reliability Reliable Komatsu designed andmanufactured components Sturdy main frame Maintenance-free, fully hydraulic,wet disc service and parking brakes Hydraulic hoses use flat face O-ring sealsSee page 6.
3 Cation electrodeposition process isused to apply primer paint Powder coating process is used toapply on main structure Sealed DT connectors for electricalconnectionsEasy Maintenance EMMS (Equipment ManagementMonitoring System)See page 7. Easy access, gull-wing type engineside doors Automatic Reversible Fan (optional)Photo may include optional Productivity & Low Fuel Consumption High performance SAA6D114E-3 engine Low fuel consumption Dual-mode engine power select system Automatic transmission with shift timing select system Large-capacity torque converter Variable displacement piston pump & CLSSSee pages 4 and Operator Environment Automatic transmission with ECMV Electrically controlled transmission lever Variable transmission cut-off system Telescopic/tilt steering column Fingertip control levers Low-noise designed cab Pillar-less large ROPS/FOPS cab-integrated Easy entry/exit, rear-hinged doorsSee pages 8 and with Environment EPA Tier 3 and EU Stage 3 Aemissions certified Low exterior noise Low fuel consumptionHORSEPOWERG ross: 173 kW232 HP @ 2100 rpmNet.
4 172 kW231 HP @ 2100 rpmBUCKET yd3 WALK-AROUNDWA430-6 WHEEL LOADERWA430-6 WHEELLOADER32 Increased Reliability Reliable Komatsu designed andmanufactured components Sturdy main frame Maintenance-free, fully hydraulic,wet disc service and parking brakes Hydraulic hoses use flat face O-ring sealsSee page 6. Cation electrodeposition process isused to apply primer paint Powder coating process is used toapply on main structure Sealed DT connectors for electricalconnectionsEasy Maintenance EMMS (Equipment ManagementMonitoring System)See page 7. Easy access, gull-wing type engineside doors Automatic Reversible Fan (optional)Photo may include optional Productivity & Low Fuel Consumption High performance SAA6D114E-3 engine Low fuel consumption Dual-mode engine power select system Automatic transmission with shift timing select system Large-capacity torque converter Variable displacement piston pump & CLSSSee pages 4 and Operator Environment Automatic transmission with ECMV Electrically controlled transmission lever Variable transmission cut-off system Telescopic/tilt steering column Fingertip control levers Low-noise designed cab Pillar-less large ROPS/FOPS cab-integrated Easy entry/exit, rear-hinged doorsSee pages 8 and with Environment EPA Tier 3 and EU Stage 3 Aemissions certified Low exterior noise Low fuel consumptionHORSEPOWERG ross: 173 kW232 HP @ 2100 rpmNet.
5 172 kW231 HP @ 2100 rpmBUCKET yd345 Maximum Dumping Clearance and ReachThe long lift arms provide high dumping clearances andmaximum dumping reach. The operator can even level loads onthe body of a dump truck easily and Clearance: 3020 mm9'11"Dumping Reach: 1190 mm 3'11"( yd3bucket with )High Performance SAA6D114E-3 EngineElectronic Heavy Duty Common Rail fuel injection systemprovides optimum combustion of systemalso provides fast throttle response to match themachine s powerful tractive effort and fast hydraulic : 172 kW 231 HPLow Emission EngineThis engine is EPA Tier 3 and EU Stage 3A emissionscertified, without sacrificing power or machine Fuel ConsumptionThe fuel consumption is reduced greatly because of thelow-noise, high-torque engine and the large-capacity torqueconverter with maximum efficiency in the low-speed Engine Power Select SystemThis wheel loader offers two selectable operating modes E and P.
6 The operator can adjust the machine s performancewith the selection switch. E Mode:This mode provides maximum fuel efficiency formost of general loading. P Mode:This mode provides maximum power output for hard digging operation or hill Transmission with Mode Select SystemThis operator controlled system allows the operator to select manual shifting or two levels of automatic shifting (low,and high).Auto L mode is for fuel saving operation with the gear shifttiming set at lower speeds than Auto H mode. Therefore AutoL mode keeps the engine run in a relatively low rpms rangefor fuel conservationwhile yielding adequatetractive force bydepressing theaccelerator Torque ConverterNewly designed drive train has a large-capacity torqueconverter for optimal efficiency. The WA430 -6 has plenty ofacceleration and it can achieve high travel speeds, even ongrades.
7 This significantly assists productivity and alsodelivers great value for load-and-carry Displacement Piston Pump & CLSSNew design variable displacement pistonpump combinedwith the Closed-center Load Sensing System delivershydraulic flow just as the job requires preventing wastinghydraulic waste loss contributes tobetter fuel economy. New Variable Displacement Piston Pump:The pumpdelivers only necessary amounts minimizing waste loss. Fixed Displacement Piston Pump:The pump delivers themaximum amount at any time and the unused flow eco indicator will help an operator to promoteenergy indicatorDUMMYV alvePumpFeedbackFeedbackQuickmovementVal vePumpSlowmovementValvePump LossQuickmovementSlowmovementValvePump LossWA380-6 HIGHPRODUCTIVITY ANDLOWFUELCONSUMPTIONWA430-6 WHEEL LOADERWA430-6 WHEELLOADERS hift mode selection switchDual mode engine powerselection switch45 Maximum Dumping Clearance and ReachThe long lift arms provide high dumping clearances andmaximum dumping reach.
8 The operator can even level loads onthe body of a dump truck easily and Clearance: 3020 mm9'11"Dumping Reach: 1190 mm 3'11"( yd3bucket with )High Performance SAA6D114E-3 EngineElectronic Heavy Duty Common Rail fuel injection systemprovides optimum combustion of systemalso provides fast throttle response to match themachine s powerful tractive effort and fast hydraulic : 172 kW 231 HPLow Emission EngineThis engine is EPA Tier 3 and EU Stage 3A emissionscertified, without sacrificing power or machine Fuel ConsumptionThe fuel consumption is reduced greatly because of thelow-noise, high-torque engine and the large-capacity torqueconverter with maximum efficiency in the low-speed Engine Power Select SystemThis wheel loader offers two selectable operating modes E and P.
9 The operator can adjust the machine s performancewith the selection switch. E Mode:This mode provides maximum fuel efficiency formost of general loading. P Mode:This mode provides maximum power output for hard digging operation or hill Transmission with Mode Select SystemThis operator controlled system allows the operator to select manual shifting or two levels of automatic shifting (low,and high).Auto L mode is for fuel saving operation with the gear shifttiming set at lower speeds than Auto H mode. Therefore AutoL mode keeps the engine run in a relatively low rpms rangefor fuel conservationwhile yielding adequatetractive force bydepressing theaccelerator Torque ConverterNewly designed drive train has a large-capacity torqueconverter for optimal efficiency. The WA430 -6 has plenty ofacceleration and it can achieve high travel speeds, even ongrades.
10 This significantly assists productivity and alsodelivers great value for load-and-carry Displacement Piston Pump & CLSSNew design variable displacement pistonpump combinedwith the Closed-center Load Sensing System delivershydraulic flow just as the job requires preventing wastinghydraulic waste loss contributes tobetter fuel economy. New Variable Displacement Piston Pump:The pumpdelivers only necessary amounts minimizing waste loss. Fixed Displacement Piston Pump:The pump delivers themaximum amount at any time and the unused flow eco indicator will help an operator to promoteenergy indicatorDUMMYV alvePumpFeedbackFeedbackQuickmovementVal vePumpSlowmovementValvePump LossQuickmovementSlowmovementValvePump LossWA380-6 HIGHPRODUCTIVITY ANDLOWFUELCONSUMPTIONWA430-6 WHEEL LOADERWA430-6 WHEELLOADERS hift mode selection switchDual mode engine powerselection switch76 Komatsu ComponentsKomatsu manufactures the engine, torque converter,transmission, hydraulic units, electric parts, and even each bolt on this wheel loaders are manufactured with an integrated production system under a strict quality control Multi-disc Brakes and Fully Hydraulic BrakingSystem mean lower maintenance costs and higherreliability.
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			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	

	
				
					

		
			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	


                
                
	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	


                
                
	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	

	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600

		

	


                
                
	
				
					

		
			PC450 PC450LC-8 - Komatsu Ltd.

			www.komatsu.com
			6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise

			   Noise, Pc450lc 8, Pc450lc
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			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			型式届出特定特殊自動車一覧 呼称 届出事業者の氏 …

			www.env.go.jp
			型式届出特定特殊自動車一覧 型式届 出番号 特定特殊自動車の 車名及び型式 呼称 （カタログ名） 届出事業者の氏名

			

		

	

	
				
					

		
			型式届出特定特殊自動車一覧 環境省 特定原動機の …

			www.env.go.jp
			型式届出特定特殊自動車一覧 （2006年基準適合車） 環境省 型式届出 番号 特定特殊自動車の 車名及び型式 呼称

			

		

	

	
				
					

		
			みなし指定建設機械<第3次基準値> - mlit.go.jp

			www.mlit.go.jp
			みなし指定建設機械<第3次基準値> 指定番号 機 械 名 会 社 名 分 類 型 式 使用区分 原動機型式諸 元

			

		

	


    


    Related search queries
WA430-5




                

            
        	
                    


                
                
                
                
            

        	
        

    


    
            
                    
    	About us
	Trends
	Terms of usage
	DMCA
	Contact
	⚡ AMP version
	© PDF4PRO.com, 2017






            

    







                
                
            
